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This article provides specifications for the AppleCD 300i Plus internal CD ROM
drive.
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Pl ayback Medi um

e 12 cmoptical disc (any CD-ROM or audi o conmpact disc is conpatible) tray
| oadi ng, no caddy required.

Capacity
. Mode 1: 656V
 Mode 2: 748MB
e Recording surfaces: 1
o Datal/block (available to user):
« Mode 1: 2048 bytes
« Mode 2: 2336 bytes
Bl ocks per disc: nore than 270, 000
Audi o Pl ayback
. Playing time: more than 1 hour

 Frequency response: 20 to 20,000 Hz

Characteristics



Rot ati onal Speed:
e Nornmal speed (1X):
* Doubl e speed (2X):

Aver age Access Time:
 Normal speed (1X):
» Doubl e speed (2X):

Data Streanm ng Rate,
« Mode 1: 150KB/ sec
e Mode 2: 171KB/ sec

Data Streani ng Rate,
« Mbde 1: 300KB/ sec
« Mode 2: 342KB/ sec

Bl ock Rate:
 Normal speed (1X):
» Doubl e speed (2X):

230 to 530 rpm
460 to 1060 rpm

410 s
295 nB

Nor mal Speed (1X)

Doubl e Speed (2X)

75 bl ocks/ sec
150 bl ocks/ sec

SCSI Bus Transfer Burst Rate (over one CD- ROM bl ock):
Asynchr onous 2. 5MB/ sec
Synchronous 2. 1MB/sec

Buf fer Size: 256KB

Format s Supported

El ectri cal

Mul ti sessi on Kodak Photo CD

(Qui ckTi me required)
| SO 9660/ Hi gh Sierra

Maci nt osh HFS

CD- ROM XA (requires additional ADPCM hardware to read conpressed audi 0)

CD+G
CD+M DI
St andard Audi o CDs

CD Digital Audio Data Via SCSI Bus

Power Requirenents:

Requi renent s

+ +5V DC +/-5% +12V DC +/-10%

Power Consunption (typical):

* 450 mA for +5V DC

* 420 mA for +12V DC

Operati ng Environment

Tenper at ur e:

* 41° F to 122° F (5° Cto 50° O



* Relative Humidity: 5%to 90% noncondensi ng

Non- oper ati ng Environment

-St orage -'I'-e-rr-p-e-r-a-t-u-r-e- (6 months): -22° F to 122° F (-30° Cto 50° QO

e Transportation Tenperature (72 hours): -40° F to 149° F (-40° Cto 65° O
e Relative Hum dity: 5%to 95% noncondensi ng

System Requi renent s

 Maci ntosh Quadra 610, 660AV, 650, 800, 840AV, 900, 950 with appropriate
nount i ng hardware and cabling.

* Appl eCD SC Setup software version 5.x or |ater.
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