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This article provides the technical specifications for the Maci nt osh Power Book
Duo 210 computer.
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M cr opr ocessor

* 68030, running at 25 Mz

Addr ess and Dat a Bus

32-bit Address Bus
32-bit Data Bus

e Cones with 4MB | ow power DRAM on the | ogic board.

 Expands to up to 24MB of RAM by installing Mcintosh Power Book Duo 4MB or
8MB Menory Expansion Kits or larger-capacity third-party nmenory expansion
cards in the expansion slots.

Di sk storage

e« One internal 80MB hard disk with 19 ns access time.

e 9in. (229 mMm di agonal



 Bright backlit Supertwist liquid crystal display
e 16-1evel gray scale, 640 by 400 pixels
Battery

* Nickel hydride, provides approximately 2 to 4.5 hours of use
before recharging is necessary.

* Recharge time: about 2 hrs. recharged standal one in computer
:-é;;;;:in keyboard with standard Maci ntosh | ayout.

e Two-level tilt adjustment.

» LED shows when caps | ock key i s engaged.

Trackbal

:-ié:h%;Aianeter, dual -button trackball.

I nterfaces

e One 152-pin PDS connector for attaching a Maci ntosh Duo Dock, Macintosh
Duo M ni Dock, Maci ntosh Power Book Duo Fl oppy Adapter, or other expansion
devi ces.

e One RS-422 serial port for printer, nodem or other serial device.

e One RJ-11 Port for optional internal nodem

¢ One power adapter port.

File Transfer Options

:-L;é;;};;k-éégié;-;;d System 7 file sharing.

* Serial cable and System 7 file sharing.

» Fax/data nmodem and Appl eTal k Renpte Access software.

e« Wth Duo M ni Dock: External Apple SuperDrive, SCSI Di sk Adapter, and
HDI - 30 SCSI System Cable for external hard drives.

e Wth Duo Dock: Internal Apple SuperDrive, optional internal hard drive,
and HDI-30 SCSI System Cabl e for external hard drive

e Optional internal Macintosh Power Book Express nodem 14,400 bits per
second (bps) data, with fax send and receive at 9600 bps; includes Express



Fax sof tware:

- Hardware supports V.32bis, CCITT, and Bell standards.

- Software supports CCITT standard V.42 and V. 42bis (for up to 57,000 bps
ef fective throughput), MNP 2-5.

- Supports standard Hayes AT command set.

M crophone (built-in)

e Internal electret, omidirectional

* Built-in speaker

e Monophoni ¢ 8-bit sound, capabl e of supplying the same signal to both
channel s of stereo headphones or other stereo equi pnent through the sound
j ack.

e 8-bit sound output, sanpled at 11 or 22 kHz.

Disability access

Cl oseVi ew, Easy Access, and visible beep are included with system software.
These built-in solutions and third-party options provide alternative input and
out put devices for people with disabilities.

Si ze and wei ght

e Height: 8.5 in. (21.6 cn

Wdth: 10.9 in. (27.7 cm

e Thickness: 1.4 in. (3.6 cm

e Weight: 4.2 Ib. (1.9 kg)

El ectrical requirenents

. Line vol tage: 100 to 240 V

 Frequency: 50 to 60 Hz

Envi ronnental requirenents

:_&$é};&}hé_iéﬁggf;{dfé;_50° Fto 104° F (10° Cto 40° O
» Storage Tenperature: -40 to 65° C (-40 to 148° F)

* Relative hunmidity: 20%to 95% noncondensi ng

« Altitude: O to 15,000 ft. (0 to 4722 m

e Qperating altitude: 0 to 10,000 ft.(0 to 3048 m



Article Change History:

06/ 02/93 - Updated to correct voltage specification
02/19/93 - Updated to correct storage tenperature range.
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