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This article contains the SPEC ratings for the Power PC 601, 601+, and 602 chi ps
used in Power Macintosh conputers. MPS (MIlions of Instructions Per Second)
rati ngs are not provided for PowerPC chi ps.

Note: This information cones from Motorola and I BM For additional information,
contact Mbtorola or IBMs web sites at:

Mot orol a: http://ww. not. com SPS/ Power PC/

I BM http://ww. chips.ibm com products/ppc/index. htm

For additional information about SPEC ratings, contact
http://ww. specbench. org/.

Dl SCUSSI ON - - - - - oo s o m e e e e e o e e e oo
Power PC Chi p: 601 601+ 602
Technol ogy: 0.6 mcron CMOS 0.5 mcron 0.5 mcron
CMOS process CMOS process

Die Size: 10. 95mm X 8. 6nm x 7.04mm x

10. 95mm 8. 6nm ( 74m 2) 7. 04mm (50mt 2)
Transistors: 2.8 ml| - 1 ml 2.8 ml - 1 ml 1 mllion

for logic for logic
Cache: 32K Uni fied 32K Uni fied
Tenmp. Range: 0°C to 85°C 0°Cto 85°C 0°C to 105°C
Per f ormance: 60+ SPEC nt 92 105 SPEG nt 92 40 SPEC nt 92

@ 66Mz @ 100MHz (est.) @ 66Mz



Signal 1/GCs:
Power Supply:

Power
Di ssi pati on:

Packagi ng:

80+ SPECf p92
@ 66 Mz

85 SPEG nt 92
@ 80MHz

105 SPECf p92
@ 80MHz

184

3.6V +5%

5. 6W @ 50M#z
7. 0W @ 66M1z
8. OW @ 80MHz
Ceram ¢ quad

flat pack
(304 pins)

Article Change History:

23 Cct 1996 -

Added URLs.

125 SPECf p92

@ 100MHz (est.)

184

5.0V+5% & 2. 5V+. 2V
or 3.3V+5% & 2. 5V+. 2V

4W @ 100MHz

Ceram ¢ quad
flat pack
(304 pins)
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3. 3v+0. 3V

<1200mMV @ 66MHz,
3.3V

Pl asti c quad
flat pack
(144 pins)



