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Article Created: 07 Decenber 1995

This article contains an update to the Technical Infornmation booklet that cane
wi th your Power Macintosh 7500 or 8500 series conputer.

DI SCUSSH ON = = = = = = = = = =« o e ot ot f e

The following table replaces the table in the section titled, "Assignhing SCSI ID
Nurber s" :

Begi n_Tabl e
SCSl bus SCsl 1D Devi ce
I nternal * 0 factory-installed hard disk
1 avai l abl e
2 avai l abl e
3 factory-installed CO-ROM drive (optional)
4 avai l abl e
5 avai |l abl e
6 avai |l abl e
7 Power Maci nt osh conput er
Ext er nal 0 avail abl e
1 avai l abl e
2 avai |l abl e
3 avai |l abl e
4 avai l abl e
5 avai l abl e
6 avail abl e
7 Power Maci nt osh conput er

End_Tabl e



*Al t hough five or six SCSI ID nunbers are avail able for assignnent, only one
ot her SCSI device can be connected to the internal SCSI chain because of space
limtations.

The following table replaces the table in the section titled, "Audio and
Tel econmuni cati on Devi ces":

Begi n_Tabl e

Devi ce Vol t age Cur r ent Power
M cr ophone +5 V 20 m 100 mw
CeoPort tel ecom adapt er +5 V 500 nA 2.5 W
S-video i nput connector +12 V 250 nA 3.0 W
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