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This article discusses the different RAM SI MM requirenents presented by
the Macintosh Ilci, and provides the RAM configurations that the Ilci
supports.
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In all previous Maci ntosh nodels that have RAM SIMM sl ots, there were
configuration requirenents that dictated the foll ow ng:

- All SIMM boards within a bank nmust be the sane density.

- Wthin a bank that contains RAM all four slots in that bank nust be
filled.

- All SIMM boards nust be installed in Bank A for configurations that
fill only one bank.

- Higher density SIMM boards nmust be installed in Bank A for
configurations that have different densities in each bank.

In the Ilci, the first two restrictions still apply. However, the second
two are not requirenents for Ilci RAM configurations. These restrictions
have been elininated, due to functionality provided by the Menory Decode

Unit (MDU).

Foll owi ng are the valid RAM confi gurations supported by the Macintosh
Ilci:

(SPECI AL NOTE: Sore of the RAM configuration reconmendations that are



nmade below will be in direct opposition to configuration requirenents on
al |l previous nodul ar Maci nt osh nodel s.)

- 1MB: Four 256KB SIMvs can be installed in either bank. However, the
built-in video feature requires that the RAM be installed in Bank A If
the menory is installed in Bank B, built-in video will be disabled, but
the Ilci will work fine.

- 2MB: Four 256KB SIMVs are installed in each bank.

- 4MB: Four 1MB SIMMs can be installed in either bank. However, the
built-in video feature requires that the RAM be installed in Bank A If
the menory is installed in Bank B, built-in video will be disabled, but
the Ilci will work fine.

- 5MB: There are two possible 5MB configurations. The preferred is to
install four 256KB SIMvs in Bank A and four 1MB SIMMVs in Bank B. This
configuration is preferred because it minimzes the effects of video
cycle stealing. The second is to install the 1MB SIMv in Bank A and
the 256KB SI MMt in Bank B.

- 8MB: Four 1MB SIMVs are installed in each bank.

4MB SI WM nodul es when avail able, can be used in the Ilci. Al of the
above recommendations and requirements will still apply.
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