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This article is the Read Me file for Apple Renpte Access 2.0.1 Personal Server.
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APPLE REMOTE ACCESS PERSONAL SERVER FOR MACI NTOSH READ ME

Thi s docunent provides |ate-breaking news about the Apple Renote Access Personal
Server that is not covered in the "Apple Renote Access Personal Server User's
Guide." You may need to refer to that guide to understand the use of several
terns in this docunment, and you nay want to print this docunent to keep with
your user's guide.

Modens Supported by the Apple Renpte Access Personal Server

Scripts that support nost popul ar nodens are provided on the Renpte Access
Personal Server installation disks. The majority of these scripts are supplied
in all countries in which the Renpte Access Personal Server is sold. Additional
scripts are also provided for a nunber of countries to neet the particul ar needs
of those comunications environments. The scripts include:

Al'l countries

V. 32bi s nodens (14,400 bps):
Appl e Express Mdem
A obal Village PowerPort Gold
d obal Village Tel ePort CGold
Hayes Optina 144
M crocom QX4232bi s
Pr onet heus ProlMbdem 144e
PSI  Power modem | V



Supra SupraFax v. 32bis
Tel ebit Worl dBl azer

V. 32 nodens (9600 bps):
d obal Village PowerPort Silver
d obal Village Tel ePort Silver
Pr onet heus Pronodem 96
PSI  Power nodem | 1|
Supra SupraFax Mddem Pl us
Tel ebit Bl azer
Tel ebit T1600
US Robotics Sportster

V. 22bi s nodens (2400 bps):
Appl e 2400
A obal Village PowerPort Bronze
d obal Village Tel ePort Bronze
Hayes Optina 2400
M crocom AX 2400C
Pr onet heus Pronodem 24
PSI Power Modem | |

Cel I ul ar support:
Appl i ed Engi neering DataLink PB and Applied Engi neering Axcell Cellular
Interface
M crocom Cel | ul ar Data Link 300

| SDN support:
Hayes | SDN adapt er

Czechosl ovaki a

CZ Sanple Script « Apple 2400

57, 600 bps:
Andante EAZO v2 (V.24 | SDN Adapter)
Andante EAZ1 v2
Andant e EAZ2 v2
Andant e EAZ3 v2
Andant e EAZ4 v2
Andant e EAZ5 v2
Andante EAZ6 v2
Andante EAZ7 v2
Andant e EAZ8 v2
Andant e EAZ9 v2

25, 000 bps:
Mot orol a 326x (Fast) v2

19, 200 bps:
MDG 19K2-31 v2



MDG 14MX-22 v2

14, 400 bps:
euroScout v2
Express Modem 14400 v2
G obal Village Test v2
Pri Com 14.4 v2
TELEJET 14400 v2

9600 bps:
CN- 3532 SA Plus v2
CN- 3532 SA v2
FURY 9600 Tl v2
M croLi nk 9624 v2

2400 bps:
Appl e Power Book/ Port abl e v2
CN- 3522 SA Plus v2
CTK EuroCoupl er Akustikk. v2
CTK Eur oCoupl er Modem v2
Di al og 2400 MNP v2
FURY 2400 TI v2
GVC Super Mbdem 2400 MNP v2
GVC Super Mbdem 2400 v2
MAKK- CHAMPI ON Akust i kk. v2
MAKK- CHAMPI ON Modem v2
MDG 2400- 11 v2
MDG 2400-21 v2
M croLi nk 2410 v.?2
Personal Line 2400 MNP v2
TELEJET 2400 v2
Wor | dport 2400 MNP v2

Swi t zerl and
19, 200 bps:
ZyXEL U- 1496

9600 bps:
FURY 9600 Tl v2
NOKI A PMD 9600

NOTE: You can del ete any unneeded scripts from your Extensions folder
which is | ocated inside your System Folder. To recogni ze scripts,
ook for files listed as "Mddem Li nk Tool Personal docunents."”

Usi ng Appl eTal k Renote Access Version 1.0 or Apple Renpote Access Milti Port
Server Mddem Scripts Wth the Apple Renpbte Access Personal Server

You can use nmodem scripts included with the Apple Renmpte Access Milti Port
Server with the Apple Renpote Access Personal Server. You can al so use



Appl eTal k Renpte Access version 1.0 nodem scripts with Appl e Renpte Access
Personal Server, but certain new features, such as Ignore Dial Tone, Manual
Dialing, and MNP 10 support, won't be available. You cannot use Apple
Renot e Access Personal Server nmodem scripts with AppleTal k Renote Access
version 1.0.

Call'ing an Appl eTal k Renpbte Access Version 1.0 Server

The Appl eTal k Renpote Access 1.0 Conpatibility option allows you to call a
version 1.0 server and to receive callbacks froma 1.0 server (with version
2.0.1 you do not have to check the conpatibility box as described in Chapter 3
of the "Apple Renote Access Personal Server for Macintosh User's Guide").
However, the Conpatibility option does NOT allow an Apple Renote Access Personal
Server to receive calls froman AppleTal k Renote Access 1.0 client. The Apple
Renot e Access Personal Server can only receive calls fromversion 2.0 Apple
Renote Access Cients.

Using an MNP 10 Modem

MNP 10 is an error-correction protocol that allows for nore reliable data
connections over cellular nmodens. Cicking the "Use MNP 10 error correction
i n nodenm' checkbox puts MNP 10 nodens into cellular node. Al though MNP 10 is
designed prinmarily for cellular nodens, sone users have found that it can al so
i mprove performance of conventional land lines. Do not click the "Use MNP 10
error correction in nodenm checkbox to use MNP 10 over |land lines rather than
over a cellular link.

To establish an MNP 10 connection, both your nbodem and the nodem you're calling
nmust support MNP 10; clicking the "Use MNP 10 error correction in nodent
checkbox in the Renpte Access Setup window is not by itself sufficient to
establish an MNP 10 connecti on.

Using Aliases Wth Apple Renote Access

To create an alias over an Apple Renbte Access connecti on:

1. Select the alias icon.
Choose Get Info fromthe File nenu.
3. dick the Locked checkbox.

N

If you don't lock the alias, the alias may accidentally be converted to call the
wrong Appl e Renpte Access server or to access services across your |ocal
net wor k.

Using the Manual Dialing Feature

Est abl i shing a Renmpte Access connection with nmanual dialing varies according to
the type of nmbdem you are using. To ensure that you can nmake a connection while
using Manual Dialing, you may need to experinent with pressing the Connect



button slightly before or after you hear the renote nbdem answer the phone.

Usi ng the Redialing Feature

Renote Access Cient attenpts redialing only when the phone nunber that has been
dialed is busy. |If the connection attenpt fails for any other reason, Renpote
Access stops redialing so that you can correct any problens.

Wth the Redialing option, set the "Time between retries" nunber to five seconds
or greater. Anything less than five seconds may not give your nodem sufficient
time to reset, so the serial port will be busy and unavail able for redialing.

Wth the Redialing Alternate Nunber option, the main nunber is dialed once
before the redialing sequence is initiated. The redialing sequence then
alternates between the main and alternate nunbers.

Usi ng Di al Assi st

If you are calling within a country with no city or area codes, and you
encounter problens using Dial Assist, try entering a space in the "Connect To
City/ Area Code" box in your connection docunent.

Serial Port Arbitration

VWhen a Renpte Access connection is established, Renbte Access prevents other
application progranms fromusing the serial port selected in the Renote Access
Setup control panel. Mst programs will informyou that the port is in use.

If your Macintosh is set up to answer calls (the "Answer calls" checkbox in the
Renot e Access Setup control panel is selected), other prograns are allowed to
use the serial port. When the port is free, Renpte Access once again enabl es
your Macintosh to answer calls.

Renot e Access Personal Server provides this port arbitration through a system
extension called the Serial Port Arbitrator located in the Extensions folder
Sone programs that use the serial port may not be conpatible with this
extension. If you suspect that a programis not conpatible with the Serial Port
Arbitrator:

1. Renove the Serial Port Arbitrator file fromthe Extensions fol der
2. Restart your Macintosh.
3. Try the program again.

NOTE: The Serial Port Arbitrator will not work on a Macintosh if Renpte
Access Personal Server has not been install ed.

Maci nt osh Conputers Using Virtual Menory

If you are using a Macintosh I1fx, Macintosh Quadra 900, or Macintosh Quadra 950



and have virtual menory turned on:

1. If necessary, install the Serial Switch control panel fromthe "Install
2" di sk.

2. Open the Serial Switch control panel.

3. Set the serial port setting to Conpatible.

Modem Cabl e Requi renents

Most nodens require a cable that supports the data term nal ready (DTR) signal.
In addition, certain nodens require a cable that supports CTS/ RTS hardware flow
control. To support DTR, the cable must connect pin 20 on the DB-25 connector
to pin 1 onthe Mni DIN8. To support CIS/RTS, the cable nmust connect pin 5 on
the DB-25 connector to pin 2 on the Mni DIN-8 and pin 4 on the DB-25 connector
to pin 1 on the Mni DIN-8. See your nodem vendor or Apple-authorized dealer to
obt ai n the necessary cabl e.

Usi ng Express Mbdem or CeoPort

If you are using Express Modem software with either an Express Mbdem or a
GeoPort tel ephone pod, you nust turn on 32-bit addressing in the Menory Control
Panel . Using 24-bit addressing may result in a software crash.

Bef ore changi ng nodem scripts or before switching selected ports with either an
Express Modem or a GeoPort tel ephone pod, be sure to deselect the "Answer
Calls" checkbox in the Renpte Access Setup control panel.
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