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This article describes the discontinued Local Tal k PC Card, now updated and
mar ket ed by Farallon Conputing, |Inc under the product nanme: PhoneNET PC Card.
To obtain Farallon contact information, use "Farallon" as a search string.
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The Local Talk PC Card lets you to attach MsS-DOS conputers to the
Appl eTal kPer sonal Network, the fastest-grow ng personal conputer LAN.

You can enhance documents produced wi th PC based applications by incorporating
fonts, styles, and graphics that were previously unavailable. And you can print
docunents of near-typeset quality.

The Local Tal k PC Card transl ates docunents into the PostScript page description
| anguage, allow ng you to access PostScript features for creating your own
custom graphics and | ayouts. The Local Tal k PC Card supports applications such as
WordStar, MiltiMate, and Lotus 1-2-3; and the PostScript, D ablo 630, and ASCl
print file formats.

The Local Tal k PC Card establishes a standard from whi ch devel opers can create
M5- DOS applications for AppleTal k. Two such applications are I nBox PC from Thi nk
Technol ogi es and EtherSC from Ki netics. InBox PC features el ectronic nmail and
file transfer between a Macintosh Plus and an M5-DPS system EtherSC is an SCS
Ethernet Interface that allows a Macintosh Plus to run AppleTal k over a directly
connect ed Et hernet.

To use the Local Tal k PC Card you need:
- An Appl eTal k Personal Network

- One Local Tal k Connector Kit



- An MS-DOS-conpatible conputer with

- a mni mum of 256K
- two doubl e-sided floppy disk drives or
one hard di sk and one floppy disk drive

- PC-DCS Version 3.1 or |ater

- One LaserWiter or LaserWiter

Techni cal Specifications
Appl eTal k Protocol Support

ALAP, DDP, ATP, NBP, ZI P, Echo, PAP RTMP

Drive Interface
Accessed through software interrupt
wi th paraneter bl ock

Pr ocessor
65C02; 1.8 MHz cl ock speed

Menory
8 kil obytes RAM 8 kil obytes ROM

Accessi bl e Fonts

Courier, Helvetica, and Tines Ronan
(directly from PC LaserWiter Plus
fonts (Using PostScript commands)
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Pl us printer.

I nterfaces
RS-422 seri al
transfer

pr ot
rate); DMA interface to host

(230.4 kil obaud data
PC

Confi guration

Sel ectabl e Interrupt Request (1RQ, DVA
Request and Acknow edge (DRQ and DACK),
and |1/ O Address; default configuration
correspondi ng to PC COWVR device

Power Consunption (typical)
4 watts at 5 volts DC

Appl eTal k communi cations controller
Zil og 8530 SCC

Post Scri pt Programm ng Access

Post Scri pt programi ng additions nmay be
made directly within the text of a file
so that progranmi ng additions can be
nmade available to all docunents

Updated article to include discontinued information



