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This article gives technical specifications for the Appl eCol or Conposite
Moni tor Ile.

DI SCUSSI ON = - - = = = = = = = = x o m ot e f el

Pi cture Tube

* 14-inch diagonal (13-inch view)
* 0.52 mmslot pitch

e High contrast (black matrix)

I nput Si gnal
» Conposite-only sync negative 1.0 + 0.5 volts peak to peak, internally
term nated with 75 ohm resistor

User Controls

* Front power switch

e Contrast

e Brightness

» Col or

e Tint

* Wiite Only button
 Vertical height (back)
 Vertical hold (back)

e Horizontal hold (back)

Scanni ng Frequenci es



e Horizontal
e 15.734 kHz NTSC/ 60
e 15.659 kHz NTSC/ 50
 Vertical
e 60 Hz NTSC/ 60
e 50 Hz NTSC/ 50

Col or Reference Frequency
e 3.579545 MHz NTSC/ 60
» 3.562456 MHz NTSC/ 50

Vi deo Bandwi dt h
 Text (Monochronme) 8.0 MHz NTSC
e Graphics (Color) 3.0 Mz NTSC

e 12.5 kg (27.56 | bs) maxi mum

Power Requi r enment

* 50 watts under nornal view ng conditions;

| nput Vol t age

e 120 v Model :
e 220 v Mbodel :
e 240 v Mbdel :

108-132 operating range,
198- 242 operating range,
216- 264 operating range,

Qperating Arbi ent Tenperature

* 0Oto 50 C

Fuse Protection

e The nmonitor contains internal power

line fuse protection.

75 watts maxi num

50-60 Hz power frequency
50-60 Hz power frequency
50-60 Hz power frequency

This fuse

shoul d be replaced with the sane type by a qualified service technician.
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