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This article provides the specifications of the Apple QuickTake 150 digita
caner a.
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1MB of FLASH EEPROM stores up to 32 standard-resol ution i nages, 16
hi gh-resol uti on i mages or a conbi nati on of high- and standard-resol ution inmages

Storage time: up to one year

Resol uti on

- 640 by 480 pixels (for both high- and standard-quality)

- Fixed-focus |ens

- Lens Field of view 8 mm (equivalent to 50-mmlens on a 35-mm canera).
- 1SO equivelent to approxi mately |ISO 85

- Focus range: 4 feet to infinity

- Focus range with closeup I ens: 10-14 inches

- Aperture fromf2.8 to f16

- Optical viewfinder

Speed



- Shutter speed: from1/30 to 1/175 of a second
- Cycle tinme: average 4 seconds
- Self-tiner: 10 seconds

Built-in Flash

- Three nodes: Automatic, On, or Of

- Range 4 to 9 feet

- Range with close-up lens: 10-14 inches
- Flash cycle time: 7 seconds

- Includes three AA lithiumbatteries

- Supports three 1.5 V AA, R6P, LR-6, or SUM3 N Cad or lithium
batteries

Optional AC adapter (use only the QuickTake AC adapter M851LL/A or
t he Maci nt osh Power Book AC Adapter MI662LL/ A)

- Optional QuickTake Batter Booster Pack (M65G A)

Not e:
1.5 V Alkaline batteries are NOT conpatible with the QuickTake 150 canera and
can damage the canera if used.

Interface

- Serial port supporting connections to a Maci ntosh and PC- Conpati bl e:
- RS-422 serial for the Macintosh printer or nmodem port
- RS-232C serial for the PC-conpatible serial port (COML-COW)

User Controls

- Shutter release, resolution, flash, self-timer, and Erase Al |nmages

LCD Status W ndow

- Nunber of inmmges that have been taken

- Nunber of inmmges renmining

- Resolution, flash, and self-tinmer settings
- Erase Al Images

- Battery |evel

Operati ng Envi ronnent

- Operating - 0 to 40 deg. C (32 to 104 deg. F)

- Storage (6 nmonths) - -40 to 47 deg. C (-40 to 117 deg. F)

- Transit (72 hours) - -40 to 65 deg. C (-40 to 149 deg. F)

- Humidity - 20 to 95 percent, non-condensing

Altitude - No limtation other than specified tenperature and hunidity limts

System Requi renent s



- A Macintosh with a 68020 or higher central processing unit (any
Maci nt osh except a Maci ntosh Plus, SE, Cassic, Portable, or Powerbook
100)

- Systemsoftware version 7.1 or a |ater version

- If you have systemsoftware version 7.1 or 7.1.2, it is reconmended
that you have at least 4 MB of RAMwith 8 MB of virtual nmenory or 8 MB
of RAM

- If you have system software version 7.5, it is recomended that you
have at |east 8 MB of RAM

- Hard drive with at |least 10 MB avail abl e

- An IBMor |IBMconpatible personal conputer with an 80386 or |ater
processor

- Wndows version 3.1, 3.1.1 for WrkG oups, or Wndows NT 3.5

- M5-DOS 3.3 or later

- 2 MB of avail abl e RAM

- 3.5-inch, 1.44 MB floppy disk drive

A hard drive with at least 10 MB avail abl e

Qui ckTake 150 Contents
Qui ckTake 150 canera
Gl oseup |l ens

Maci nt osh serial cable
Neck strap

Batteries

Qui ckTake software

Qui ckTake 150 Accessories

Qui ckTake Travel Case (M2848d A)

Qui ckTake Battery Booster Pack (M2655GF A)

Qui ckTake AC Adapter (M851LL/A)

Qui ckTake Connection Kit for Wndows (M793LL/A)
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