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VWhat is "Error 102 (trouble conmunicating)" in Retrospect?
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Error 102 (troubl e communi cati ng) occurs when the Maci ntosh | oses contact
wi th the backup device. The npbst conmon cause is inproper SCSI ternination.

VWhat to do: Refer to the follow ng informati on on SCSI probl ens bel ow
Tr oubl eshooti ng SCSI Probl ens

If the Maci ntosh SCSI chain is not set up properly, comunication errors

may occur that can cause data corruption or systemfailures during backup
operations. This following information is designed to give you gui dance when
encount ering SCSI probl ens.

Sone devi ces such as scanners, CD-ROM drives, or external SCSI floppy drives
can cause problens on the SCSI bus, especially if they are turned off. |If you
are experiencing SCSI comuni cation problens, nake sure that all of your SCS
devices are powered ON when you start your Macintosh.

The following sanple errors can indicate communication errors on the SCSI bus:
e File "Home" didn't conpare at resource offset 10,750

e File "Tech Note" didn't conpare at data offset 3,253

e Trouble witing: "1-Ofice Backup 2" (0), error 102 (troubl e conmuni cati ng)

e Trouble reading: "1-Ofice Backup 2" (0), error 102 (troubl e comruni cati ng)

The above errors can usually be traced to sone failure in the SCS



configuration, whether it is termination, a particular device, cabling, or
device order. The npbst conmobn cause of conmunication problens is inproper
term nation or bad SCSI cabl es.

Term nati on

The general rule for termination is to have only two ternminators on the SCS
bus, one at the beginning and one at the end. If you have only a single device
on the SCSI bus, then only one terminator is needed. Mbst Maci ntosh conputers
purchased with internal hard disks are internally term nated. Some SCS

peri pherals come with internal termnation built-in, and nust be placed at

the end of a SCSI chain.

For more information, refer to your Macintosh user's guide and the nanual that
came with your hardware device.

Conmruni cati on probl ens can be caused by bad or |oose-fitting SCSI cabl es.
Check all cables for proper seating in each connector. The entire | ength of
your SCSI bus should not exceed 20 feet. Whenever possible, avoid using cables
over six feet in |ength.

Devi ce Order and Device Conflicts

To avoid problens caused by device order or device conflicts, nmake sure that
each device has a unique SCSI address. |f problens occur, try changing the
order of SCSI devices or tenporarily renmoving unneeded devi ces.

For further information on working with Retrospect and Retrospect A/ UX
search the Tech Info Library by "Retrospect" or "Renpte."
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