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This article gives the technical specifications for the Apple
LaserWiter Pro 600 printer.
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Mar ki ng Engi ne

e Canon EX | aser

Controll er

« 25-MHz 68030 CPU, ASICs, and I/O processors

e 4MB of RAM built-in and 4MB PhotoGrade Menory Kit (deal er-installed),
for a total of 8MB. Expandable to 32MB.
e 2MB of ROM

e Eight pages per mnute naxinmum

Print Quality

300 dpi resolution enhanced with FinePrint
* PhotoGrade Kit enabl es Phot oG ade grayscale printing or 600 dpi



 Apple Font Library: 64 fonts total.

« 35 fonts in ROMfromthe following font famlies: Avant Garde, Bookman,
Courier, Helvetica, Helvetica Narrow, New Century School book, Pal ati no,
Synbol , Tinmes, Zapf Chancery, and Zapf D ngbats.

« 29 fonts on Macintosh disk fromthe followi ng font famlies: Chicago,
Del phi an, Garanond Narrow, Ceneva, Helvetica Bl ack, Helvetica Conpressed,
Lubal i n Graph, Lucida Bright, Mchine, Mnaco, Nadi anne, New York,
A d English Text, Onyx, Oxford, Sw ng, and Zeal.

e Any TrueType or PostScript fonts.

I nterfaces

e Simultaneous connection to Local Tal k, RS-232 serial, and Centronics parallel

i nterfaces.

Recommended Duty Cycl e
 Toner cartridge: 6,000 pages at 5% density
e Printer: mninmm 450,000 pages

Print materials
e Media: 20- to 24-1b. (75 to 90 g/m2) from cassette;
up to 32-1b. (120 g/n2) with manual feed.
o Paper: U S letter, US. Ilegal, A4, B5.
e Label s, envel opes, nobst textured stock, and transparencies.

Paper Capacities
e Standard
- 100-sheet nultipurpose tray (also holds up to 10 envel opes)
- 250-sheet letter cassette
e Optional
- 500-sheet feeder
- envel ope feeder: up to 75 envel opes

Printable surface

e Maximumprintable line: 8.1 in. (205.9 nm

e Mnimumleft and right margins 0.1379 in. (3.5 mm
Mnimmtop margin 0.114 in. (2.9 mm
M ni mum bottom margin 0.197 in. (5.0 mm

Si ze and Wi ght

e Height: 12.1 in. (30.8 cm
 Wdth: 16.8 in. (42.5 cn
* Depth: 16.9 in. (42.9 cm
« Weight: 39 Ib. (17.7 ko)

Power Requirenents

* U S and Japan: 90 to 110 VAC, 58 to 62 Hz, 103.5 to 126 VAC, 58 to 62 Hz



 Europe and Australia: 194 to 264 VAC, 48 to 52 Hz

Power Consunption

 Standby: 95 W average

e (Operating:
—560 Wnmaxi numat 115 V
- 530 Wnmaxi mum at 220 V
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