Apple Dot Matrix Printer: Pinouts & Switch Settings (10/94)

Revi sed: 10/ 13/ 94
Security: Everyone

Apple Dot Matrix Printer: Pinouts & Switch Settings (10/94)

Article Created: 04 Decenber 1984
Article Reviewed/ Updated: 13 Cctober 1994

This article provides the DIP switch configurations for the Apple Dot Matrix
Printer.
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Switch settings:

Switch SW

1 2 3 4 5 6 7 8
Sel ect Alternative
Character Sets:
Engl i sh (US) Of Of Of
Italian On Of Of
Engl i sh (UK) Oh On Of
Cer man Of Of On
Swedi sh Oh Of On
French Of On On
Spani sh Oh On On
Page Lengt h:
72 line On
66 |ine Of
Sel ect Codes:
I gnore On
Respond O f
On Buffer Overflow
Li ne feed On
No |ine feed Of
Print:
On CR, LF, VT, FF On
After CR only O f



Gen <LF> out after
yes
no

Zero character:

Sl ash zero

Do not slash zero
I nput buffer:

One line only

3k bytes

Char act er spaci ng:
Elite proportional
Pica fixed width
8th Data bit:

| gnore

Recogni ze

On power on:

Sel ect

Desel ect

Print:

Uni di recti onal

Bi di recti onal

On - O osed

Of - Open

Pi nout s:

Ap

Pin No. Signal Nane
1 Data STB (-ve)
2 Data 1

3 Data 2

4 Data 3

5 Data 4

6 Data 5

7 Data 6

8 Data 7

9 Data 8

10 ACK (-ve)
11 | nput Busy
12 Paper Enmpty
13 Sel ect

14 oV

15 NC

16 oV

17 Chassi s Ground
18 +5V

<CR>:
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2 3

A
Pi n No.
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36

4 5 6 7 8

Si gnal Nane

Ground (TP pin 1)
G ound (TP pin 2)
Ground (TP pin 3)
Ground (TP pin 4)
Ground (TP pin 5)
Ground (TP pin 6)
Ground (TP pin 7)
Ground (TP pin 8)
Ground (TP pin 9)
Ground (TP pin 10)
Ground (TP pin 11)

Ground (TP pin 12)

I nput Prime (-ve)
Fault (-ve)

ov

NC

NC

| nput Busy



TP stands for Twi sted Pair.
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