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This article answers basic questions about the LC-PDS slot in the Mcintosh
LC 475 and Quadra 605 conputers.
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Q Wiy isn't the Macintosh LC 475 PDS sl ot an 040 PDS sl ot?

A) Because of the popularity of the Mcintosh LC conputers, nany
third-party devel opers have created expansi on cards based on the
LC-PDS. Like the other nenbers of the Macintosh LC series the LC 475
can take advantage of many of the LC cards on the market, such as the
vi deo-out, Ethernet, and Apple Ile cards. Conpatibility anong the

Maci ntosh LC 475, LC, LCIIl, and LCII1 slots neans that a custoner can
simply take nmpst cards out of an LC 1l slot, and place it in an LC 475
sl ot.

Q What cards do, and do not, work with the "LC PDS conpati bl e" slot?

A) The expansion slot is an LC |11l conpatibl e expansi on connector, and
al rost all cards that work with Macintosh LC 111 also work with the LC
475. Exanpl es include video-out, Ethernet, and Apple Ile cards. Cards
that are 030-specific, such as 030 accelerators or 030 cache cards, do
not work with the LC 475 because they require direct access to the 68030
m croprocessor. However, those cards are intended to speed the 68030
m croprocessor to higher perfornance |evels, which are already attainable
with the 68040 m croprocessor.

Q Wy isn't the Quadra 605 sl ot NuBus or 040 PDS?
A) Apple uses the sane logic board in three product families: Perfornma,

LC, and Quadra. It was necessary to select one standard type of
expansi on slot. Because the LC- PDS has been extrenmely successful wth



bot h educati on and busi ness custoners -- through the LC, LCI1Il, LCIII
and LC 520 -- the LC- PDS technol ogy was adopt ed.
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