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Can the phone-dialing portion of HyperCard support 9600-bps nodens? Al so,
can HyperCard dial out through an internal nodem 1|ike an Epic 24007
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HyperCard's dial command is designed for voice-only calls. There is no
support for data conmunications with the dial conmand

If the 9600-bps nbdemis a Hayes command set-conpati bl e nodem HyperCard
can di al the nodem

The dial command is only applicable to the Maci ntosh speaker/audi o port or
to a nodem attached to the serial port. HyperCard requires an XCVD or
XFCN to recogni ze a NuBus nmodem

If you want to do data communications after dialling, you need a different
approach is required. The HyperCard Serial Conmunications Tool kit,
avai | abl e from APDA, naekes HyperCard dialing and data comruni cati ons
possi bl e.

Anot her option for data communications is a set of external comrands and
code resources called FITOS from M TEM Cor poration. These include a nunber
of different terminal emulators. The advantage of this package is that it
handl es everyt hing except the actual information that would normally be
presented to the user. You don't have to be concerned about the
conmuni cati ons protocols used or the termnal formatting characters sent by
the host. The possible disadvantage is that if it does not support the
type of terminal that you need it to support, you have to deal with the
term nal emul ation yourself.

For data communications with NuBus nodens, you need XCVDs and/or XFCNs designed



for NuBus nodens. Apple Tech Comm does not know of any XCWVD or XFCN avail abl e
for the internals nodens.

For nore details, search the Tech Info Library under "M TEM Cor porati on"
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