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Pi cture tube:
--12-inch di agonal

- - Phosphor EI A Type P4 (white)
--Hi gh-contrast antiglare

| nput signals:

--Video: RS-343 standard
--Sync: Conposite sync, negative going TTL

User controls:

--Power switch (back panel)
--Brightness, with detent reference (right side)
--Contrast (right side)

Scanni ng frequences:

--Horizontal: 35.000 kHz
--Vertical: 66.7 Hz

Vi deo:

--Bandwidth: +/-3 dB to 22 MHz

--Resol ution: 640H by 480V pi xel s

--Active display area: Adjusted at the factory to produce an active
video area of 213 mm horizontal by 160 mmvertical. The renai nder
of the screen is used for the dark border around the display.



Wei ght :

--7.7 kg (17.0 I bs) approximtely

Power requirenments:

--Vatts: 40 watts Maxinmum all line conditions
--Input voltage: 85-270 Vrms, self-configuring
--Frequency: 50-60 Hz

Envi ronnent al Requi renments:

--Qperating anmbient tenperature: 10 to 40 deg C (50 to 104 deg F)
--Qperating humdity: 90% maxi mrum non-condensi ng
--Qperating altitude: 10.000 feet maxi num

Fuse protection:

--The nonitor contains internal power line fuse protection. This fuse
shoul d be replaced with the sane type by a qualified service
t echnici an

VArmup tinme:

--20 minutes to neet all specifications

I nput signal jack pin assignnments:
DA- 15 styl e connector

Pi n Functi on

(not usde)

(not usde)

Conposite TTL sync
Conposite sync return
Bl ack and white video
Video return

(not used)

(not used)

(not used)

(not used)

(not used)

(not used)

(not used)

(not used)

(not used)
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Shel |l  Shield ground

Phsi cal specifications:

Hei ght 10.0 in. 255 mm
W dt h 12.2 in. 310 mm
Dept h 14.4 in. 365 mm

The brightness and contrast controls are |ocated on the right side as the user
faces the nonitor. The center of the brightness control knob is 82.0 mmfrom
the top of the nonitor, and the center of the contrast control knob is 40 nm
fromthe center of the brightness control knob. The control knob dianmeter is
28.5 mm and both controls are set into the back side of the front bezel and
hi dden from vi ew when the user is sitting in front of the nonitor

The power switch is on the back of the nmonitor, located 212.5 mm down fromthe

top and 336.4 nmfromthe left side as you | ook at the back of the monitor. The
power switch opening is 21.23 mmw de by 11.0 nm hi gh

Ventilation for the nmonitor should be designed so that an adequate air flowis

mai ntai ned at all tines. The encl osure should allow for a heat dissipation of

136.8 BTUs at a tenperature not to exceed 40 C or 104 F
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