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StyleWiter Il: Ceaning and Purging the Ink Cartridge

To inmprove print quality, the StyleWiter Il automatically cleans and purges
its ink cartridge by w ping paper fibers and dried ink fromthe print head.
This article provides details on this process.

DI SCUSSI ON = - - = = = = = = = = x o m ot e f el

The StyleWiter Il cleans and purges its ink cartridge by wi ping the

surface of the ink nozzles to renove paper fibers, capping the ink cartridge
with a rubber cover, then punmping a snall amount of fresh ink into the
cartridge’s ink nozzles. The entire process takes approximtely 13 seconds.

Aut omat i c Operation
Aut omati c cl eaning and purgi ng occurs when
e The StyleWiter Il is first switched on after being plugged in.

e The ink cartridge is repl aced.

e The printer is first switched on nore than 72 hours after the |ast
cl eani ng operation

e A user chooses to clean and purge the ink cartridge (nmanual operation
bel ow) .

Manual Operation

To clean and purge the ink cartridge at any tine:



1) Select Options in the Print dialog box.

2) Select the box | abeled "Cean ink cartridge before printing"

Cl eani ng and purgi ng does consunme a small anount of ink (about 0.1 cc). If
you repeat the process unnecessarily, you will reduce the Iife of the

cartridge.
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