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Either a single user or an multi user systemmay be integrated with the
Catalyst for the Apple Il provided that the items below are conpleted. It is
assuned that you have initialized your Corvus hard disk, with the SCS fornat,
according to the Corvus Disk SystemlInstallation Guides and have perforned the
fol | owi ng:

Update firnware.

Ceneration of a Constellation Il system
Addition of the Constellation Utilities.
Creation of a vol une.

Creation of a "User"

Grant "User" access to the vol une.
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For the purposes of these instructions, a Catal yst volune was created,
formatted, and nmounted on .C2.

Once you have set up your Corvus drive for use, it will be necessary for you to
add the Corvus device drivers (.Cl-.C6 .CRDW.CORBOOT) to your Catalyst disk.
To do this, use the System Configuration Programw thin Apple's System
Uilities to read the device drivers of your Catalyst programdisk into nenory.
Once this is conpleted, add the Corvus drivers contained in the files

A3DRV. BOOT. CODE and A3DRV. SOS. CODE to the existing driver file. These files my
be found on the Corvus A3C2.2 diskette. If you are unfamliar with the
procedures necessary to conplete the above, consult your Apple Standard Device
Drivers Manual for details.

NOTES ON THE MCDI FI CATI ON OF THE CATALYST SOS DRI VER FI LE

1. In order for Catalyst to work along with the Constellation boot driver

. CONSTBOOT it is necessary to renmpve the Quark .CONSOLE driver and replace it
with an Apple . CONSOLE driver. The Apple . CONSCLE driver may be found on any
Apple System Utilities Disk. In doing this, the Double Apple ESCAPE option
within Catalyst will be disabled which will force you to quit each

application installed on the Catalyst by use of a QUT nenu option w thin each
application. The replacenment of the Quark .CONSOLE driver will al so nake
Quark's printer spooler Discourse unusable. D scourse uses special attributes



of Quark's .CONSOLE driver that are unavailable with the Apple driver

2. RECOMMENDATI ON:  The Catal yst SCS.DRIVER file contains 18 device drivers
with 18K of space remaining. It is possible to add the Constellation Il drivers
to the Catal yst, however, it nmay cause a $01 error. This is due to the fact
that the driver file, once the Corvus drivers are added, approaches the maxi mum
menory limt. To avoid this, refer to the section in the Catal yst manua

dealing with "EXTRA DRI VERS'. The follow ng drivers nmay be deleted to keep the
driver list on the Catalyst disk to a m ni num

.AUDIO .RS232 .GRAFIX .PRINTER .FMID-1 through 4

In order for Catalyst to recognize the Corvus Device it is necessary to nodify
t he . CATALYST Devi ce Configuration Bl ock (DCB).

3. When setting up the . CATALYST driver DCB, Byte 01 will vary dependi ng upon
the Corvus driver you are using. For exanple, .C2 has a unit nunber of "01". If
you wi sh to use this device, Byte 01 in the Catal yst DCB nmust be set to "01"
Device .C3 has a unit nunmber of "02". If you wish to use this device, Byte 01
in the Catalyst DCB nust be set to "02". The .Cl device is the System Manager
and is not to be used by Catal yst.

Exampl e of the . CATALYST DCB using the .C2 device, slot 4:

0 1 2 3 4 5 6 7 8 9 A B C D E F
Ox - 04 01 F1 01 02 00 OO0 8F 97 8A 91 93 23 17 17 F6
1x - 00 B8

Once steps 1-3 have been conpleted, Generate a New System on your Catalyst Boot
di sk.

SCENARI O

Assumi ng that the above procedures have been perfornmed, booting the Catal yst
disk will activate the driver .CONSTBOOT. The Constellation main menu wll
appear. Type the user name you created for your Catalyst volunme and your
password. The Catalyst will now boot through the built in drive and you will be
presented with the Catal yst main nmenu.

You may at this point install the Catalyst system by follow ng the
i nstructions on page 2-6 of your Catalyst manual

ERRORS

SYSTEM FAI LURE $05 - The Catal yst contains a Quark .CONSOLE driver. Use the
Apple System Utilities to delete it and replace it with an Apple . CONSOLE
DRI VER

NOTE: Appl e Conputer Inc. is not responsible for the contents of this
article.
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