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MacTCP: Error Codes Defined (7/95)

The following |ist defines error nessage nane-to-nunber nappi ng,

Internet Control Message Protocol (ICVMP), and other m scell aneous
types throughout the MacTCP driver.

Dl SCUSSI ON - - - - - - mm oo oo o m oo oo e oo
These error nmessages DO NOT apply to Open Transport.

Error Messages

-23000 i pBadLapErr Unable to initialize the |ocal network
handl er.

-23001 ipBadCnfgErr The manual |y set address is configured
i mproperly.

-23002 i pNoCnfgErr A configuration resource is mssing

-23003 ipLoadErr Not enough roomin the application

heap (Maci ntosh 512K enhanced only)

-23004 i pBadAddr Error in getting an address froma
server or the address is already in use
by anot her nmachi ne.

-23005 connectiond osi ng A TCPO ose conmand was al ready i ssued
so there is no nore data to send on this
connecti on.

-23006 invalidLength The total anpunt of data described by
the WDS was either O or greater than



65, 535 bytes.

-23007 connecti onExi sts The TCP or UDP stream al ready has an
open connection

- 23008 connectionDoesnt Exi st The TCP stream has no open connecti on.

-23009 insuuficientResources 64 TCP or UDP streans are already

open.

-23010 invalidStreanPtr The specified TCP or UDP streamis not
open.

-23011 streanmAl readyQpen An open streamis already using the

recei ve buffer area.

-23012 connectionTer m nat ed The TCP connection was broken; the
reason will be given a terninate ASR

-23013 invalidBufPtr The receive buffer area pointer is 0

(nil).

-23014 invali dRDS The RDS refers to receive buffers not
owned by the user.

-23014 invali dWDS The WDS pointer was 0 (nil).

-23015 openFail ed The connecti on cane hal fway up and
then fail ed.

-23016 commandTi neout The specified command acti on was not
conpleted in the specified tinme period.

-23017 duplicat eSocket A streamis already open using the
| ocal UDP port or a TC connection
al ready exists between the local IP
address and TCP port, and the specified
renote | P address and TCP port.

-23032 i pDont FragErr The pack is too large to send w thout
fragmenting and the Don't Fragnent flag
is set.

-23033 i pDest DeadErr The destination host is not responding

to address resol ution requests.

-23035 icnpEchoTi meout Err The i cnp echo packet was not responded
to in the indicated tineout period.

-23036 i pNoFragMentkrr Insufficient internal driver buffers
avai l able to fragnent this packet on send.

-23037 ipRouteErr No gat eway avail able to manage routing



of packets to off-network destinations.

-23041 nanmeSynt axErr The <<host nanme>> field had a syntax
error. The address was given in dot
notation (that is, WX Y.Z) and did
not conformto the syntax for an IP

addr ess.

-23042 cacheFaul t The nane specified cannot be found in
the cache. The domai n name resol ver
wi Il now query the domain nane server
and return the answer in the call back
procedure.

-23043 noResul tProc No result procedure is passed to the

address translation call when the
resol ver nust be used to find the
addr ess.

-23044 noNameSer ver No nanme server can be found for the
speci fied nane string.

-23045 aut hNaneErr The domai n name does not exi st.

-23046 noAnsErr None of the known nane servers are
respondi ng.

-23047 dnrErr The domai n name server has returned an
error.
-23048 out O Menory Not enough nmenory is available to

i ssue the needed DNR query or to build
t he DNR cache.
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