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This article describes how to connect an NT-1 (Network Term nal Adaptor) to an
| SDN | i ne.
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In nost ISDN (Integrated Services Digital Network) installations, an NT-1 nust
be connected to the ISDN line to power the ISDN line fromthe Network Interface
box to the | SDN device. Check with your tel ephone provider to see if one is
needed.

The NT-1 also has lights indicating the state of the I1SDN |ine. Typically, an
NT-1 will have Power, U Loop Back, and S/ T&U |lights.

Al so because an | SDN |i ne needs power and woul d be unusable in the event of a
power outage, a user night want to consider connecting the NT-1 to an UPS

(Uni nterruptabl e Power Supply).

Bel ow i s a di agram showi ng how to connect an NT-1. An NT-1 may have nmultiple S/IT
ports, it does not make a difference which port you use.
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Pin Assignments
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| S/ T Connector Pin Assignnents |
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| Pin | Functi on | Pin | Functi on |
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I e St I e e |
+----- R I I +----- R I I +
| 3 | RX+ | 4 | TX+ |
+----- R I I +----- R I I +
| 5 | RX | 6 | TX |
+----- F-- - - - - - +----- F-- - - - - - +
| 7 | -40 VvDC | 8 | G\D |
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| Power Connector Pin Assignnents |
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| Pin | Functi on | Pin | Functi on
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| 1 | +7.5 VvDC | 2 | -40 vDC

+----- dmmm e e +----- dmmm e e +
| 3 | G\Dfor +7.5| 4 | G\D for -40
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| DIP Switch Assignnents
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| Switch | Functi on | N | OFF
Bttt el gty Lty o
| 1, 2 | S/T-Termination | Yes | No
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| 3 | Bus Tim ng Mbde | Short Passive | Point-to-

| | | bus | point, or

| | | | extended

| | | | passive bus
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| 4 | PS2 Sel ection | SP62020 | AD62010 AC/ DC

| | | switching power | power adapter

| | | supply |
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