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" m having a problem sending a MacX application to a Macintosh with the new HP
730 (75 M p server).

Confi gurati on:

* Macintosh Ilci

« 8MB nenory

+ 80MB di sk

 Ethernet over twi sted pair
e System7 with MacX 1.1.7

e MacTCP 1.1

e MacTCP Tool 1.1.7

|'ve tested the above systemwith a DEC VM5 systemand it works fine. | can even
Telnet into the HP server fromthe Macintosh. | can send the MacX application to
an HP X terminal. But | can't send it to MacX. |'ve used the standard conmands

such as "setenv DI SPLAY 1.1.1.1:0" and "xterm 1.1.1.1:0" and al nbst anyt hi ng
else | can think of.

DI SCUSSI ON = - - = = = = = = = m = m ot e e et e e

After a Macintosh successfully sends to the HP server, try the foll ow ng
command (assunming that X. X. X. X is the Macintosh | P address).

Begi n_Tabl e

root # fusr/bin/X11/xterm -display X. X. X. X 0.0
or root# setenv DI SPLAY X. X. X. X:0.0; xterm (root is running csh)
or root# env DI SPLAY=X. X. X. X: 0.0 /usr/bin/X11/ xterm (root is running
sh)



End_Tabl e

In MacX, try running any of the above conmands fromthe Renbte nenu. If it works
fromthe HP server to the MacX, but fails fromthe MacX to the HP server, then
you rmust have a networking permi ssion related problemfromMacX to the HP
server. We've seen this scenario in a SunCS host which inplemented a feature in
the "rexecd" code that doesn't allow a host that isn't listed in the /etc/hosts
file or YP (now called NI'S) nanme server to execute the "rexecd" conmand. The
solution for it is to add the Macintosh | P address and host nane to the Sun's
/etc/hosts file or the NI'S nane server. W suggest that you check this with the
HP server to see if it has the sane problem

Article Change History:
23 Aug 1995 - Made correction for technical accuracy.

Support Information Services

Copyright 1991-95, Apple Conputer, Inc.

Tech Info Library Article Nunber: 9492



